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Europlacer France
Route de Cholet

85620 Rocheservière

France
Tel: +33 (0)2 5131 0303

contact@europlacer.fr 

Europlacer North America
519 US Highway 301 South

Tampa, FL 33619

USA
Tel: +1 813 246 9500

sales@europlacer-na.com

Europlacer Germany
Im Böning 24

63695 Glauburg

Germany
Tel: +49 (0)6041 969 2300

info@europlacer.de

Europlacer China
Floor 1, Building 1

No.80 Huashen Road,

Shanghai Waigaoqiao

Free Trade Zone,

P.R.China 200131

Tel: +86-21-5868 3500

contact@europlacer.cn

www.europlacer.com

As part of our policy of continuous development, specifi cations are subject to change without prior notice.

Europlacer UK
30 Factory Road

Upton Industrial Estate

Poole , Dorset BH16 5SL 

UK
Tel: +44 (0)1202 266500

sales@europlacer.co.uk  

Europlacer Italy
Strada Monte d’Oro 4

34147 Trieste

Italy
Tel: +39 (0)40 0640 180

infoit@europlacer.it

610mm (x) x 515mm (y)

45mm x 45mm

12.5 m @ 6 sigma 2Cpk

20 m @ 6 sigma 2Cpk

+/- 5mm

automatic

metal or polyurethane

1Kg to 20Kg

5mm/sec to 250mm/sec

pneumatic foils (standard)

Max board size

Min board size

Machine alignment repeatability

Full process repeatability

X/Y PCB alignment

Stencil load/unload

Squeegees material

Squeegee pressure

Print speed

Board clamping

0.2mm to 8mm

fully programmable

11.5 secs (standard)

SMEMA compatible

Microsoft Windows™ 7 or higher

13 Amps

110V to 240V AC, single phase

10°C to 35°C @ 30% to 50% RH

650Kg

Clamping thickness

Board stop

Cycle time

Up/down line protocol

Operating system

Power consumption

Power supply

Operating temperature

Weight
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